
Proper usage:

The toilet lid and seat must be removed before installing the toilet raiser.  The toilet raiser 

has a 220 lb (100 kg) weight capacity. Lift up the armrests to make it easier to transfer 

from a wheelchair to the toilet. Please carefully follow the guidelines in this manual for 

safe use.

Parts:
1. Armrests

2. Lid

3. Seat

4. Knobs for screwing on the front cross bar

5. Complete seat base

6. Front cross bar

7. Holes on both sides for adjusting the height of the crossbars

8. Holders for the armrests

9. Rear cross bar

10. Knobs for screwing on the rear crossbar



Mounting:

The toilet raiser can be mounted on nearly all toilets after the seat and lid are 
removed.

To adjust the crossbar height:

-Remove the plastic caps on the holes.

-Loosen the knobs of the rear crossbar.

-Place the crossbar at the holes of the required height and screw the knobs on 

again.

-Adjust the front crossbar to the same height by loosening the knobs 

and securing them in the other holes.

Important! The black knobs in the back must be screwed tight.  If the black 
knobs are loose, the rear crossbar will not be able to be set properly. 
Tightening the black knobs securely maintains the stability of the toilet raiser.

Installing the toilet raiser to the toilet

The distance of the toilet to the rear wall must be at least 7” (18 cm) in order to 

allow room for the armrests to be flipped back.

1. Loosen the plastic nuts.

2. Insert the bolts into the holes of the toilet where the original seat was 
removed.

3. Fasten the plastic nuts again. Make sure the raiser is bolted firmly onto the 

toilet in order to prevent the toilet raiser from moving while in use.



Sit

Be cautious of the danger of tipping over and sliding!

Sit straight on the toilet raiser.

To sit or get up, move the armrests back.

When moving the armrests down, attach the armrests on the plastic holders 

to keep them in place.

Cleaning

For cleaning, use a mild, non-abrasive cleaner with a soft cloth.

Maintenance / Inspection

The toilet raiser is maintenance free.

Inspect all bolts and nuts monthly to make sure they are fastened securely.


