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1.The roof cross bars have been designed and manufactured to attach securely to a variety of vehicles with rails 
   on the roof. The attachment of the roof cross bars to a vehicle is beyond the control of the manufacturer. The 
   user must therefore ensure that the cross bars are suitable for use with their particular vehicle/rail and that any 
   items are securely and safely attached to the cross bars.

2.During the journey, periodically check the attachment of the cross bars to the roof rails. Retighten the knobs if 
   necessary and always lock them with the key. Make sure all the parts are in good condition. Contact an 
   authorized dealer if any part needs attention.

3.Always obey the national law about the cross bars.

4.The maximum load for the cross bars is 80 kgs (180 lbs). Do not over load! The minimum distance between 
   two cross bars is 40 cm (15 in).
 
5.Reduce speed on rough roads.

6.The cross bars are designed for temporary use only, remove when not in use or during bad weather.

7. Failure to obey the guidelines in the instructions will void the warranty.

Repeat step 6 for the other side. 
Move the cross bar to test if it 
moves. If yes, repeat steps 5 and 6.

Turning the locking knob clockwise 
moves the inner brace to the rail 
until the rail is fully secure within 
the inner and outer brace.

Repeat the step 8 for the other 
side.

Check that all items are in the box: 
cross bar and keys. This cross bar 
is only applicable for vehicles 
equipped with rails only.

Install the right side of the cross 
bars on the rail and make sure the 
rail is within the inner and outer 
braces.

Install left side of the cross bars on 
the rail and make sure the rail is 
within the inner and outer braces.

Now make sure the cross bar is in 
the center of the roof top. Also, the 
two cross bars must be separated 
at least 40 cm (16 inch) apart to 
have balanced support.

Loosen the wing nut/knob by 
turning clockwise, and then move 
the outer brace closer to the rail.

Lift the cross bar so that the rail is 
within the contour line of the outer 
brace. Tighten the wing nut/knob 
by turning counterclockwise.

Now move the cross bar to test if it 
moves, if yes, repeat steps 5 to 9.

Lock all locking knobs with the 
keys.

We recommend installing a roof 
luggage basket on the cross bars 
to maximize cargo space.

CAUTION
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